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Key Features

Programmes/ Additional Features

Technical Information

Appliance Dimensions (H x W x D)
Cavity Dimensions (H x W x D)

Supplied Accessories

Country of Origin

Expert Services

Price

Complementary Accessory
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High definition TFT clearText display
softClose door

lightControl

Optional to insert three level telescopic rails
with stop function

Quadruple glass cool touch door

(30°C door temperature)”

activeClean®

Meat probe

Active odour catalyser
Automatic temperature proposal
Cleaning function

14 Cooking Methods

- Conventional (top/bottom heating)
- Bottom heating

- hydroBaking

- 3D hot air

- Hot air eco

- Hot air grilling

- Radiant grill large area

- Radiant grill small area

- Intensive heat

- Pizza setting (intensive hot air)
- Slow cooking

- Defrost

- Keep warm

- Pre-heat

» Capacity: 65L*
* Heating temperature: 30°C - 300°C

595 x 595 x 548mm
329 x 482 x 420mm

¢ 1 combination grid
1 universal pan
¢ 2 enamel baking trays

Germany

Domed glass inner door
Integrated grill element

Integral cooling fan

5 shelf levels

Enamel oven interior

Align with our Compact45 series

Memory function

Sabbath setting

Actual temperature display
Residual heat indicator
Rapid heat function

cookControl 68

(68 automatic programmes)

Digital electronic clock with on/off and
alarm function

Electronic door lock

¢ Childproof lock

 Total connected load: 3.65kW
(20A single phase connection)
¢ Energy class: A-30%

« 1 tray holder (for activeClean® use)
¢ 1 meat probe

* Product consultation with unlimited product hotline inquiry
« Kitchen planning consultation with pre-installation site measurement

¢ Professional installation

HK$36,300

3-level full extension telescopic rails with stop function (HZ338357)

" Measured at the middle of the window at 180°C oven temperature, after 1 hour on top and bottom heat.
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* 20mm for metal fascias

Measurements in mm

Product Hotline: 2625 5577 (Hong Kong) / 0800 030 (Macau local call only)

Website: www.siemens-home.com.hk

* Specification and technical information subject to change.
* Right of technical modification reserved, colours may vary slightly from illustrations.
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